Abstract -Floorplanning is a very crucial step in modern VLSI design. It dominates the top level spatial structure of a chip and initially optimizes the interconnections. Thus a good floorplan solution among circuit modules definitely has a positive impact on the placement, Routing and even manufacturing. In this paper the classical floorplanning that usually handles only block packing to minimize silicon rate, so modern floorplanning could be formulated as a fixed outline floorplanning. It uses some algorithms such as B-TREE representation, simulated annealing and adaptive fast simulated annealing, comparing above three algorithms the better efficient solution came from adaptive fast simulated annealing, it's leads to faster and more stable convergence to the desired floorplan solutions, but the results are not an optimal solution, to get an optimal solution it's necessary to choose effective algorithm. Combining global and local search is a strategy used by many optimization approaches. Memetic algorithm is an evolutionary algorithm that includes one or more local search phases within its evolutionary cycle. The algorithm combines a hierarchical design technique, genetic algorithms, constructive techniques and advanced local search to solve VLSI floorplanning problem.
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I. INTRODUCTION
Floorplanning has become a very crucial step in modern very large scale integration (VLSI) designs. As the start of physical design flow, floorplanning not only determines the top-level spatial structure of a chip, but also initially optimizes the interconnections. Thus, a good floorplan solution among circuit modules definitely has a positive impact on the placement, routing, and even manufacturing. In the nanometer scale era, the ever-increasing complexity of integrated circuits (ICs) promotes the prevalence of hierarchical design. However, as pointed out by Kahng [1] , classical outline-free floorplanning [2] cannot satisfy such requirements of modern designs. In contrast with this, fixed-outline floorplanning enabling the hierarchical framework is preferred by modern application specific integrated circuit designs. Nevertheless, fixed-outline floorplanning has been shown to be much more difficult, compared with classical outline-free floorplanning, even without considering wirelength optimization [7] .
A common strategy for blocks floorplanning is to determine in the first phase and then the relative location of the blocks to each other based on connection-cost criteria. In the second step, block sizing is performed with the goal of minimizing the overall chip area and the location of each block is finalized [1] . consists of an enveloping rectangle R subdivided by horizontal lines and vertical lines into n nonoverlapping rectangles such that each rectangle must be large enough to accommodate the module assigned to it. In the given problem, we are given a set of hard modules and an outline-constraint is provided. The modules in the given Fixed-Outline (denoted as FO) have freedom to move while the modules outside the FO are infeasible in the final floorplan. A feasible packing is a packing in the first quadrant such that all the modules inside FO are not duplicate and overlapping. The objective is to construct a feasible floorplan R such that the total area of the floorplan R is minimized and simultaneously satisfy fixed-outline constraint. A slicing floorplan is represented by the slicing structure which can be obtained by recursively cutting a rectangle into two parts by either a vertical line or a horizontal line. As shown in Fig.2 ,a slicing floorplan can be represented as a slicing tree, that is, every leaf corresponds to a basic module and is marked by a number from 1 to n, and every internal node is labeled by a + or a *, corresponding to a horizontal or a vertical cut, respectively. Traversing the slicing tree in post-order, we obtain a Polish expression of length 2n -1 for the slicing floorplan. A wheel is a non-slicing floorplan of five modules, which cannot be obtained by recursively cutting a rectangle into two parts by either a vertical line or a horizontal line Fig.3 . Although slicing floorplans can be sub-optimal if compared to general floorplans, empirical evidence shows that slicing floorplans can be quite efficient in packing modules tightly. It has been proved mathematically and it is achieved for packing slicing floorplans tightly [2] . 
Genetic algorithm approach
The genetic algorithm is based upon Darwinian evolution theory. The genetic algorithm is modeled on a relatively simple interpretation of the evolutionary process; however, it has proven to a reliable and powerful optimization technique in a wide variety of applications. Holland [17] in 1975 was first proposed the use of genetic algorithms for problem solving.
Goldberg [8] was also pioneers in the area of applying genetic processes to optimization. As an optimization technique, genetic algorithm simultaneously examines and manipulates a set of possible solution. Over the past twenty years numerous application and adaptation of genetic algorithms have appeared in the literature.
During each iteration of the algorithm, the processes of selection, reproduction and mutation each take place in order to produce the next generation of solution.
Genetic Algorithm begins with a randomly selected population of chromosomes represented by strings. The GA uses the current population of strings to create a new population such that the strings in the new generation are on average better than those in current population (the selection depends on their fitness value). The selection process determines which string in the current will be used to create the next generation. The crossover process determines the actual form of the string in the next generation. Here two of the selected parents are paired. A fixed small mutation probability is set at the start of the algorithm. This crossover and mutation processes ensures that the GA can explore new features that may not be in the population yet. It makes the entire search space reachable, despite the finite population size. 
Memetic algorithm approach
The genetic algorithm is not well suited for finetuning structures which are close to optimal solution [7] .
The memetic algorithms [15] can be viewed as a marriage between a population-based global technique and a local search made by each of the individuals. 
Crosscover Operator
The Traditional crossover operator used in GA may produce infeasible solutions for the standard cell placement problem, therefore a crossover operator called Order crossover is considered. Partially matched crossover (PMX) may be viewed as a crossover of permutations that guarantees that all positions are found exactly once in each offspring, i.e. both offspring receive a full complement of genes, followed by the corresponding filling in of alleles from their parents.
Mutation Operator
Each offspring is mutated with a probability equal to the mutation rate. The mutation operator mutates an individual by interchanging randomly selected pair of cells without changing the x-coordinate and row number.
Local search
In this work we have hybridized the genetic algorithm template with the SA method. The SA method is impregnated within GA, between the crossover and mutation operations, to improve all the solutions obtained after the crossover operation and before subjected to mutation operation.
Simulated Annealing

SA is very simple technique for State Space Search
Problem. It can start from any state. And it is always move to a neighbor with the min cost (assume minimization problem). It can stop when all neighbors have a higher cost than the current state. 1.6-GHz Intel Pentium4 PC using the GSRC benchmark circuit n100.The results were averaged for 50 runs for each aspect ratio. We compared with FASA based on the same platform. We have tested MA with polish expression floorplan representations, polish Table I lists the average success rates for FASA and the MA. Proposed method obtained 100% success rates of fitting into the given fixed outlines for all runs with dead space Γ =15% and Γ=10%.Incontrast, the success rates when Γ =10% for MA,FASA were 30.3%, 65.5%, and 99.4% respectively. The dramatic differences reveal the effectiveness of our approach. Also, this proposed method required the least running time on average. 
